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Range

Art. #

# of 
laser dots

# of 
laser lines

Beam 
Directions

Battery 
Type

Operating 
Time

Tripod 
Thread

25m

-

2

vertical,
horizontal

AA 
3 x 1.5V

up to 13 h
(AA)

1/4"

25m

-

2

vertical,
horizontal

Li-ion 
rechargeable

(or AA 3 x 1.5V)

up to 44 h
(Li-ion)

1/4"

35m

-

2

vertical,
horizontal

Li-ion 
rechargeable

(or AA 3 x 1.5V)

up to 28 h
(Li-ion)

1/4"

25m

4

2

vertical,
horizontal, up, 

down, right, left

Li-ion 
rechargeable

(or AA 3 x 1.5V)

up to 44 h
(Li-ion)

1/4"

35m

4

2

vertical,
horizontal, up, 

down, right, left

Li-ion 
rechargeable

(or AA 3 x 1.5V)

up to 28 h
(Li-ion)

1/4"

35m

1

4

3 vertical,
1 horizontal, 

1 plumb down

Li-ion 
rechargeable

(or AA 4 x 1.5V)

up to 24 h
(Li-ion)

5/8"  +  1/4"

30m

5

-

up, down, forwrd, 
right, left

AA
3 x 1.5V

up to 37 h
(AA)

1/4"

20m

1

3

vertical, foward + 
right, horizontal, 

plub down

NiMH 
rechargeable 

(or D 2 x 1.5V)

up to 15 h
(NiMH)

5/8"

20m

848435 864413 864420 864431 864435 83438 864427 784437 784438

1

4

vertical, foward + 
right + left, 

horizontal, plub 
down

NiMH 
rechargeable 

(or D 2 x 1.5V)

up to 12 h
(NiMH)

5/8"

L2G L2P5 L2P5G L4P1 P5 ML90 ML180


